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For . . . For the following compliance options and 
operating requirements . . . 

You must demonstrate continuous com-
pliance by . . . 

(2) Each process unit listed in Tables 1A 
and 1B to this subpart or used in cal-
culation of an emissions average under 
§ 63.2240(c).

Compliance options in Tables 1A and 1B 
to this subpart or the emissions aver-
aging compliance option in 
§ 63.2240(c) and the operating require-
ments in Table 2 of this subpart based 
on THC CEMS data.

Collecting and recording the THC moni-
toring data listed in Table 2 to this 
subpart for the process unit according 
to § 63.2269(d); AND reducing the 
CEMS data to 3-hour block averages 
according to calculations in 
§ 63.2269(d); AND maintaining the 3- 
hour block average THC concentration 
in the exhaust gases less than or 
equal to the THC concentration estab-
lished according to § 63.2262. 

(3) Each process unit using a biofilter ..... Compliance options in Tables 1B to this 
subpart or the emissions averaging 
compliance option in § 63.2240(c).

Conducting a repeat performance test 
using the applicable method(s) speci-
fied in Table 4 to this subpart within 2 
years following the previous perform-
ance test and within 180 days after 
each replacement of any portion of the 
biofilter bed media with a different type 
of media or each replacement of more 
than 50 percent (by volume) of the bio-
filter bed media with the same type of 
media. 

(4) Each process unit using a catalytic 
oxidizer.

Compliance options in Table 1B to this 
subpart or the emissions averaging 
compliance option in § 63.2240(c).

Checking the activity level of a rep-
resentative sample of the catalyst at 
least every 12 months and taking any 
necessary corrective action to ensure 
that the catalyst is performing within its 
design range. 

(5) Each process unit listed in Table 1A 
to this subpart, or each process unit 
without a control device used in cal-
culation of an emissions averaging 
debit under § 63.2240(c).

Compliance options in Table 1A to this 
subpart or the emissions averaging 
compliance option in § 63.2240(c) and 
the operating requirements in Table 2 
to this subpart based on monitoring of 
process unit controlling operating pa-
rameters.

Collecting and recording on a daily basis 
process unit controlling operating pa-
rameter data; AND maintaining the op-
erating parameter at or above the min-
imum, at or below the maximum, or 
within the range (whichever applies) 
established according to § 63.2262. 

(6) Each Process unit listed in Table 1B 
to this subpart using a wet control de-
vice as the sole means of reducing 
HAP emissions.

Compliance options in Table 1B to this 
subpart or the emissions averaging 
compliance option in § 63.2240(c).

Implementing your plan to address how 
organic HAP captured in the waste-
water from the wet control device is 
contained or destroyed to minimize re- 
release to the atmosphere. 

TABLE 8 TO SUBPART DDDD OF PART 63—CONTINUOUS COMPLIANCE WITH THE WORK 
PRACTICE REQUIREMENTS 

For . . . For the following work practice require-
ments . . . 

You must demonstrate continuous com-
pliance by . . . 

(1) Dry rotary dryer ................................... Process furnish with an inlet moisture 
content less than or equal to 30 per-
cent (by weight, dry basis) AND oper-
ate with an inlet dryer temperature of 
less than or equal to 600 °F.

Maintaining the 24-hour block average 
inlet furnish moisture content at less 
than or equal to 30 percent (by weight, 
dry basis) AND maintaining the 24- 
hour block average inlet dryer tem-
perature at less than or equal to 600 
°F; AND keeping records of the inlet 
temperature of furnish moisture con-
tent and inlet dryer temperature. 

(2) Hardwood veneer dryer ...................... Process less than 30 volume percent 
softwood species.

Maintaining the volume percent softwood 
species processed below 30 percent 
AND keeping records of the volume 
percent softwood species processed. 

(3) Softwood veneer dryer ....................... Minimize fugitive emissions from the 
dryer doors and the green end.

Following (and documenting that you are 
following) your plan for minimizing fugi-
tive emissions. 

(4) Veneer redryers .................................. Process veneer with an inlet moisture 
content of less than or equal to 25 per-
cent (by weight, dry basis).

Maintaining the 24-hour block average 
inlet moisture content of the veneer 
processed at or below of less than or 
25 percent AND keeping records of 
the inlet moisture content of the ve-
neer processed. 
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For . . . For the following work practice require-
ments . . . 

You must demonstrate continuous com-
pliance by . . . 

(5) Group 1 miscellaneous coating oper-
ations.

Use non-HAP coatings as defined in 
§ 63.2292.

Continuing to use non-HAP coatings 
AND keeping records showing that you 
are using non-HAP coatings. 

TABLE 9 TO SUBPART DDDD OF PART 63—REQUIREMENTS FOR REPORTS 

You must submit a(n) . . . The report must contain . . . You must submit the report . . . 

(1) Compliance report .............................. The information in § 63.2281(c) through 
(g).

Semiannually according to the require-
ments in § 63.2281(b). 

(2) immediate startup, shutdown, and 
malfunction report if you had a startup, 
shutdown, or malfunction during the re-
porting period that is not consistent 
with your SSMP.

(i) Actions taken for the event ................. By fax or telephone within 2 working 
days after starting actions inconsistent 
with the plan. 

(ii) The information in § 63.10(d)(5)(ii) ..... By letter within 7 working days after the 
end of the event unless you have 
made alternative arrangements with 
the permitting authority. 

TABLE 10 TO SUBPART DDDD OF PART 63—APPLICABILITY OF GENERAL PROVISIONS 
TO SUBPART DDDD 

Citation Subject Brief description Applies to 
subpart DDDD 

§ 63.1 ........................................... Applicability .................................. Initial applicability determination; 
applicability after standard es-
tablished; permit requirements; 
extensions, notifications.

Yes. 

§ 63.2 ........................................... Definitions .................................... Definitions for part 63 standards Yes. 
§ 63.3 ........................................... Units and Abbreviations .............. Units and abbreviations for part 

63 standards.
Yes. 

§ 63.4 ........................................... Prohibited Activities ..................... Prohibited activities; compliance 
date; circumvention, frag-
mentation.

Yes. 

§ 63.5 ........................................... Construction/Reconstruction ....... Applicability; applications; ap-
provals.

Yes. 

§ 63.6(a) ....................................... Applicability .................................. GP apply unless compliance ex-
tension; GP apply to area 
sources that become major.

Yes. 

§ 63.6(b)(1)–(4) ............................ Compliance Dates for New and 
Reconstructed Sources.

Standards apply at effective date; 
3 years after effective date; 
upon startup; 10 years after 
construction or reconstruction 
commences for section 112(f).

Yes. 

§ 63.6(b)(5) ................................... Notification ................................... Must notify if commenced con-
struction or reconstruction after 
proposal.

Yes. 

§ 63.6(b)(6) ................................... [Reserved].
§ 63.6(b)(7) ................................... Compliance Dates for New and 

Reconstructed Area Sources 
that Become Major.

Area sources that become major 
must comply with major source 
standards immediately upon 
becoming major, regardless of 
whether required to comply 
when they were an area 
source.

Yes. 

§ 63.6(c)(1)–(2) ............................ Compliance Dates for Existing 
Sources.

Comply according to date in sub-
part, which must be no later 
than 3 years after effective 
date; for section 112(f) stand-
ards, comply within 90 days of 
effective date unless compli-
ance extension.

Yes. 

§ 63.6(c)(3)–(4) ............................ [Reserved].
§ 63.6(c)(5) ................................... Compliance Dates for Existing 

Area Sources that Become 
Major.

Area sources that become major 
must comply with major source 
standards by date indicated in 
subpart or by equivalent time 
period (e.g., 3 years).

Yes. 

§ 63.6(d) ....................................... [Reserved].
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